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Pin 1 - Do Not Use 
Pin 2 - Heater 
Pin 3 - Do Not Use 
Pin 5 - Do Not Use 

Pin 7 - Heater, Cathode, 
Internal Shield 

Pin 8 - Do Not Use 

Top Cap - Plate 
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OPERATING CONSIDERATIONS 

Socket Connections. The base pins of the 3CZ3 fit the 
standard octal socket. Socket terminals 1, 3, 4, 5, 6 
and 8 may be connected to terminal 7 or to a corona 
shield which connects to terminal 7. Terminals 4 and 6 
may be used as tie points at or near cathode potential. 
Otherwise, do not use. 

High Voltages. The high voltages at which the 3CZ3 
is operated may be extremely dangerous to the user. 
Great care should be taken during the adjustment of cir¬ 
cuits. The tube and its associated apparatus, especial¬ 
ly all parts which may be at high potential with respect 
to ground, should be housed in a protective enclosure. 
The protective housing should be designed with inter¬ 
locks so that personnel cannot possibly come in con¬ 
tact with any high potential point in the electrical sys¬ 
tem. 

X-Radiation. Operation of the 3CZ3 with a plate volt¬ 
age above approximately 16,000 V results in the pro¬ 
duction of X-radiation which can constitute a health 
hazard on prolonged exposure at close range unless the 
tube is adequately shielded. Relatively simple shield¬ 
ing should prove adequate, but the need for this pre¬ 
caution should be considered in equipment design. 
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